
 

 

 

 



 
 

 

 



   

 
 

 

 

  
 

 

  

 

 

   

 



  

 

1412-012000V 1/2" 12,5 15,5 3 44 9 131 82 100 

1412-058000V 5/8" 16 19,2 3 44 9 131 110 100 

1412-034000V 3/4" 19 22,4 3 44 9 131 135 100 

1412-100000V 1" 25 29,1 2,5 36 8 116 220 50 

1412-114000V 11/4" 32 36,7 2,5 36 8 116 330 50 

 1411-012000V 1/2" 12,5 16,5 5 73 15 218 100 15,20,50,100 

1411-058000V 5/8" 16 20,3 5 73 15 218 140 100 

1411-034000V 3/4" 19 23,5 5 73 15 218 160 100 

1411-100000V 1" 25 30,5 4 58 12 174 270 50 

1411-114000V 11/4" 32 38,3 4 58 12 174 400 50 

 1410-008000V 5/16" 8 12 5 73 15 218 90 50 

1410-010000V 3/8" 10 14,6 5 73 15 218 100 50 

1410-012000V 1/2" 12,5 16,5 5 73 15 218 120 15,20,50,10 

1410-058000V 5/8" 16 20,3 5 73 15 218 155 100 

1410-034000V 3/4" 19 23,5 5 73 15 218 210 100 

1410-100000V 1" 25 30,5 4 58 12 174 320 50 

1410-114000V 11/4" 32 38,3 4 58 12 174 440 50 

1410-112000V 11/2" 38 46 4 58 12 174 700 50 

 1409-012000V 1/2" 12,5 17,6 7 145 21 305 170 15,20,50,10 

1409-058000V 5/8" 16 20,7 7 145 21 305 220 100 

1409-034000V 3/4" 19 24 7 145 21 305 270 100 

1409-100000V 1" 25 30,5 6 102 18 261 400 50 

1409-114000V 11/4" 32 40 6 102 18 261 600 50 

 

Other colors and weights are produced upon request.     Available Colours 

Weight: -+ 3% for all dimensions. 

 
 
 
 
 

 
 
 
 
 
  
 
 
 
 
 

Inner Layer:   Transparent Flexible PVC Compound 

Reinforcement:  Highly resistant synthetic textile. 

Outer Layer:   Abrasion, ozone and weather resistant transparent PVC Compound 

Application Area :  House, garden, plantation, construction and all kinds of irrigation 

works. 



 
 

 
  

 

1424-012000V 1/2" 12,5 17,8 155 100 

1424-058000V 5/8" 16 21,6 205 100 

1424-034000V 3/4" 19 25,5 250 100 

1424-100000V 1" 25 32,1 380 50 

1424-114000V 11/4" 32 39,6 600 50 

 
 
 

 
  

 

1428-012000V 1/2" 12,5 16,7 120 15,20,25,50,100 

1428-058000V 5/8" 16 20,5 150 100 

1428-034000V 3/4" 19 24 190 100 

1428-100000V 1" 25 30,7 320 50 

1428-114000V 11/4" 32 38 450 50 

 

Other colors and weights are produced upon request.   Available Colours 

Weight: -+ 3% for all dimensions. 

  

 

1422-012000V 1/2" 12,5 17,8 155 100 

1422-058000V 5/8" 16 21,6 205 100 

1422-034000V 3/4" 19 25,5 250 100 

1422-100000V 1" 25 32,1 380 50 

1422-114000V 11/4" 32 39,6 600 50 

 

Other colors and weights are produced upon request.   Available Colours  
Weight: -+ 3% for all dimensions 

 
 

Inner Layer:   Transparent Flexible PVC Compound 

Reinforcement:  Highly resistant synthetic textile. 

Outer Layer:   Abrasion, ozone and weather resistant transparent PVC Compound 

Application Area :  House, garden, plantation, construction and all kinds of irrigation works. 



 
  

 

 1426-012000V 1/2" 12,5 16 110 15,20,25,50,100 

1426-058000V 5/8" 16 20,5 150 100 

1426-034000V 3/4" 19 24 190 100 

1426-100000V 1" 25 30,7 320 50 

1426-114000V 11/4" 32 38 450 50 

       

 

Other colors and weights are produced upon request.   Available Colours  
Weight: -+ 3% for all dimensions 

 

  

 

1440-012000V 1/2" 12,5 16,7 5 73 15 218 160 100 

1440-058000V 5/8" 16 20,6 5 73 15 218 200 100 

1440-034000V 3/4" 19 25,1 5 73 15 218 300 100 

1440-100000V 1" 25 31,8  4 58 12 174 410 50 

1440-114000V 11/4" 32 39,9  4 58 12 174 600 50 

 1444-012000V 1/2" 12,5 15,6 4 58 12 174 140 100 

1444-058000V 5/8" 16 20,1 4 58 12 174 180 100 

1444-034000V 3/4" 19 23,9 4 58 12 174 240 100 

1444-100000V 1" 25 30,9 3 44 9 131 360 50 

1444-114000V 11/4" 32 38,3 3 44 9 131 480 50 

 

Other colors and weights are produced upon request.   Available Colours  
Weight: -+ 3% for all dimensions 

 

Features:   Very Flexible PVC Hose 

Application Area :  Garden, plantation and all kinds of irrigation works. 

Inner Layer:   PVC Compound 

Reinforcement:  Highly resistant synthetic textile. 

Outer Layer:   Abrasion and weather resistant PVC Compound 

Application Area :  Garden and general irrigation works. 



  

 

1447-012000V 1/2" 12,5 18 7 102 21 305 210 100 

1447-058000V 5/8" 16 22 7 102 21 305 260 100 

1447-034000V 3/4" 19 26 7 102 21 305 340 100 

1447-100000V 1" 25 33 6 87 18 261 480 50 

1447-114000V 1 1/4" 32 41 6 87 18 261 680 50 

 

Other colors and weights are produced upon request.   Available Colours  
Weight: -+ 3% for all dimensions 

 

 
  

 

1445-012000V 1/2" 12,5 15,6 4 58 12 174 140 15,20,50,100 

1445-058000V 5/8" 16 20,1 4 58 12 174 180 100 

1445-034000V 3/4" 19 23,9 4 58 12 174 240 25,50,100 

1445-100000V 1" 25 30,9 3 44 9 131 360 100 

1445-114000V 11/4" 32 38,3 3 44 9 131 480 100 

 1442-012000V 1/2" 12,5 15,6 5 73 15 218 140 100 

1442-058000V 5/8" 16 20,1 5 73 15 218 180 100 

1442-034000V 3/4" 19 23,9 4 58 12 174 240 100 

1442-100000V 1" 25 30,9 4 58 12 174 360 50 

1442-114000V 11/4" 32 38,3 4 58 12 174 480 50 

 

Other colors and weights are produced upon request.   Available Colours   
Weight: -+ 3% for all dimensions 

 

 
 
 
 
 

Inner Layer:   Special synthetic PVC Compound 

Reinforcement:  Highly resistant synthetic textile. 

Outer Layer:   Abrasion and weather resistant special PVC Compound 

Application Area :  Garden and general irrigation works. 

Inner Layer:   PVC Compound 

Reinforcement:  Highly resistant synthetic textile. 

Outer Layer:   Abrasion and weather resistant PVC Compound 

Application Area :  Garden and general irrigation works. 



 
  

 

1435-012000V 1/2" 12,5 15,6 5 73 15 218 130 15,25,50,100 

1435-058000V 5/8" 16 20,1 5 73 15 218 160 100 

1435-034000V 3/4" 19 23,9 4 58 12 174 210 25,50,100 

1435-100000V 1" 25 30,9 4 58 12 174 330 100 

1435-114000V 11/4" 32 38,3 4 58 12 174 460 100 

 1438-012000V 1/2" 12,5 15,5 4 58 12 175 90 15,25,50,100 

1438-058000V 5/8" 16 19,5 4 58 12 175 110 100 

1438-034000V 3/4" 19 22,7 4 58 12 175 140 25,50,100 

1438-100000V 1" 25 29 3 44 9 131 230 100 

1438-114000V 11/4" 32 36,5 3 44 9 131 320 100 

 

Other colors and weights are produced upon request.   Available Colours   
Weight: -+ 3% for all dimensions 

 

 

 
  

 

1456-012000V 1/2" 12,5 15,6 3 44 9 131 140 100 

1456-058000V 5/8" 16 20,1 3 44 9 131 180 100 

1456-034000V 3/4" 19 23,9 3 44 9 131 260 100 

1456-100000V 1" 25 30,9 2 29 4 58 360 100 

 1457-012000V 1/2" 12,5 15,6 3 44 9 131 140 100 

1457-058000V 5/8" 16 20,1 3 44 9 131 180 100 

1457-034000V 3/4" 19 23,9 3 44 9 131 260 100 

1457-100000V 1" 25 30,9 2 29 4 58 360 100 

 

Other colors and weights are produced upon request.   Available Colours   
Weight: -+ 3% for all dimensions 

 

 

Inner Layer:   PVC Compound 

Reinforcement:  Highly resistant synthetic textile. 

Outer Layer:   Abrasion and weather resistant transparent PVC Compound 

Application Area :  Garden and general irrigation works. 

Inner Layer:   PVC Compound 

Outer Layer:   Abrasion and weather resistant PVC Compound 

Application Area :  Garden and general irrigation works. 



 
  

 

 1460-012000V 1/2" 12,5 16,5 140 15,20,25,30,50,100 

1460-058000V 5/8" 16 20,5 180 100 

1460-034000V 3/4" 19 24,3 260 25,50,100 

1460-100000V 1" 25 30,8 360 100 

1460-114000V 1 1/4" 32 39 600 50 

1460-112000V 1 1/2" 38 46,5 700 50 

 

Other colors and weights are produced upon request.   Available Colours   
Weight: -+ 3% for all dimensions 

 

 

 
  

 

 1418-012000V 1/2" 12,5 18,5 160 100 

1418-058000V 5/8" 16 20,4 220 100 

1418-034000V 3/4" 19 25,8 300 100 

1418-100000V 1" 25 32,6 400 100 

1418-114000V 1 1/4" 32 41 560 50 

 

Other colors and weights are produced upon request.   Available Colours   
Weight: -+ 3% for all dimensions 

 
 
 
 
 
 
 
 

Inner Layer:   Abrasion and weather resistant PVC compound 

Outer Layer:   Abrasion and weather resistant PVC Compound 

Application Area :  Garden and general irrigation works. 

Hose:    Smooth transparent plasticized PVC hose 

Application Area :  For conveying liquids, air, light chemicals, oils, detergents and as level 

indicator in industrial machineries.. 



 
  

 

 1416-012000V 1/2" 12,5 16 90 100 

1416-058000V 5/8" 16 20 125 100 

1416-034000V 3/4" 19 23 160 100 

1416-100000V 1" 25 30 240 50 

1416-114000V 1 1/4" 32 38 340 50 

1416-112000V 1 1/2" 38 45 550 50 

 

Other colors and weights are produced upon request.   Available Colours   
Weight: -+ 3% for all dimensions 

 
 
 
 
 
 
 

  

 

 1417-006000V 6 8 30 150 

1417-008000V 8 11 45 100 

1417-010000V 10 13 60 100 

 

Other colors and weights are produced upon request.   Available Colours   
Weight: -+ 3% for all dimensions 

 
 
 
 
 
 
 

Hose:    Smooth transparent plasticized PVC hose 

Application Area :  For conveying liquids, air, light chemicals, oils, detergents and as level 

indicator in industrial machineries.. 

Hose:    Transparent plasticized PVC hose 

Application Area :  Construction Industry 



 

  

 

 1480-058000V 5/8" 16 85 50 

1480-034000V 3/4" 19 105 50 

1480-100000V 1" 25 145 50 

1480-117000V 11/7" 28 165 50 

1480-114000V 11/4" 32 185 50 

1480-112000V 11/2" 38 270 25 

1480-200000V 2" 50 400 50 

 
 
 
 
 
 
 
 
 

  

 

 1482-058000V 5/8" 16 80 50 

1482-034000V 3/4" 19 100 50 

1482-100000V 1" 25 140 50 

1482-117000V 11/7" 28 160 50 

1482-114000V 11/4" 32 175 50 

1482-112000V 11/2" 38 260 25 

1482-200000V 2" 50 400 50 

 
 
 
 
 
 
 

Hose: Strong, flexible and smooth plasticized, shock resistant PVC compound spiral 

reinforcement. Crushing, chemical, weather and abrasion resistant. 

Application Area :  For light duty delivery of water, light chemicals in agricultural, industrial 

applications, constructions and sanitary uses. 

Hose: Strong, flexible and smooth plasticized, shock resistant PVC compound spiral 

reinforcement. Crushing, chemical, weather and abrasion resistant. 

Application Area :  For light duty delivery of water, light chemicals in agricultural, industrial 

applications, constructions and sanitary uses. 



 
  

 

 

1485-058000-0V 5/8" 16 80 50 

1485-034000-0V 3/4" 19 100 50 

1485-100000-0V 1" 25 140 50 

 

1480-034000V 5/8" 16 80 50 

1480-058000V 3/4" 19 100 50 

1480-100000V 1" 25 140 50 

 

1482-034000V 5/8" 16 80 50 

1482-058000V 3/4" 19 100 50 

1482-100000V 1" 25 140 50 

 
 
 
 
 
 
 

  

 

1487-034000V 3/4" 19 5,6 81 17 247 700 76 185 50 

1487-100000V 1’’ 25 5,6 81 17 247 600 100 230 50 

1487-114000V 1 1/4" 32 4 58 12 174 600 128 290 25 

1487-112000V 1 1/2" 38 4 58 12 174 600 152 440 25 

1487-200000V 2 ” 50 4 58 12 174 600 200 690 25 

1487-212000V 2 1/2" 63 4 58 12 174 600 252 890 25 

1487-300000V 3" 76 3 44 9 130 600 300 1080 25 

1487-312000V 3 1/2" 88 3 44 9 130 600 355 1340 25 

1487-400000V 4" 100 2,3 34 7 101 600 400 1600 25 

1487-500000V 5" 125 2,3 34 7 101 500 500 2500 25 

1487-600000V 6" 150 2 29 6 87 500 600 3000 25 

 
 
 
 
 
 
 
 
 

Hose: Strong, flexible, and smooth plasticized, shock resistant PVC compound 

spiral reinforcement. Crushing, chemical, weather and abrasion resistant. 

Application Area :  For discharge of water from air condition systems 

Hose: Strong, flexible and smooth plasticized, shock resistant PVC compound spiral 

reinforcement. Crushing, chemical, weather and abrasion resistant. 

Application Area :  For light duty delivery of water, light chemicals in agricultural, industrial 

applications, constructions and sanitary uses 



 
  

 

1494-034000V 3/4" 19 5,6 81 17 247 9 95 120 50 

1494-100000V 1" 25 5,6 81 17 247 9 125 175 50 

1494-114000V 1 1/4" 32 4 58 12 174 9 160 240 25 

1494-112000V 1 1/2’’ 38 4 58 12 174 9 190 320 25 

1494-200000V 2" 50 4 58 12 174 9 255 480 25 

1494-212000V 2 1/2" 63 4 58 12 174 9 315 720 25 

1494-300000V 3" 76 3 44 9 130 9 380 1000 25 

1494-312000V 3 1/2" 88 3 44 9 130 9 445 1480 25 

1494-400000V 4" 100 2,3 34 7 101 8 510 1640 25 

1494-500000V 5" 125 2,3 34 7 101 7 635 2400 25 

1494-600000V 6" 150 2 29 6 87 7 760 3400 25 

 
  

 

1496-058000V 5/8" 16 5,6 81 17 247 750 80 145 50 

1496-034000V 3/4" 19 5,6 81 17 247 750 95 160 50 

1496-010000V 1’’ 25 5,6 81 17 247 750 125 240 50 

1496-114000V 1 1/4" 32 4 58 12 174 750 160 320 50 

1496-112000V 1 1/2" 38 4 58 12 174 750 190 430 50 

1496-200000V 2 ” 50 4 58 12 174 750 250 700 25 

1496-212000V 2 1/2" 63 4 58 12 174 750 315 1030 24 

1496-300000V 3" 76 3 44 9 130 750 380 1300 24 

1496-312000V 3 1/2" 88 3 44 9 130 750 440 1750 24 

1496-400000V 4" 100 2,3 33 7 102 750 500 2200 24 

 
 
 
 
 
 
 
 

 
  

 

1498-034000V 3/4" 19 5,6 81 17 247 750 95 180 50 

1498-100000V 1’’ 25 5,6 81 17 247 750 125 260 50 

1498-114000V 1 1/4" 32 4 58 12 174 750 160 360 50 

1498-112000V 1 1/2" 38 4 58 12 174 750 190 480 50 

1498-200000V 2" 50 4 58 12 174 750 250 800 25 

1498-212000V 2 1/2" 63 4 58 12 174 750 315 1150 24 

1498-300000V 3" 76 3 44 9 130 750 380 1500 24 

1498-312000V 3 1/2" 88 3 44 9 130 750 440 2000 24 

1498-400000V 4" 100 2,3 33 7 102 750 500 2450 24 

1498-500000V 5" 125 2,3 33 7 102 600 625 3750 24 

1498-600000V 6" 150 2 29 6 87 600 750 4600 24 

1498-800000V 8" 200 2 29 6 87 800 1000 7600 24 

 

Hose: Strong, flexible, smooth, plasticized PVC compound. Shock resistant PVC 

spiral reinforcement. Crushing, chemical, weather and abrasion resistant. 

Application Area :  For light duty delivery of water, light chemicals in agricultural, industrial 

applications, constructions and sanitary uses 



 
  

 

1500-034000V 3/4" 19 5,6 81 17 247 750 85 270 50 

1500-100000V 1’’ 25 5,6 81 17 247 750 112 300 50 

1500-114000V 1 1/4" 32 4 58 12 174 750 144 400 50 

1500-112000V 1 1/2" 38 4 58 12 174 750 171 500 50 

1500-200000V 2 ” 50 4 58 12 174 750 225 765 50 

1500-212000V 2 1/2" 63 4 58 12 174 750 283 1080 50 

1500-300000V 3" 76 3 44 9 130 750 337 1250 50 

1500-400000V 4’’ 100 2,3 33 7 102 750 459 2150 25 

1500-500000V 5’’ 125 2,3 33 7 102 600 500 3000 25 

1500-600000V 6’’ 150 2 29 6 87 600 602 4000 25 

1500-800000V 8" 200 2 29 6 87 600 900 6200 6 

 
 

 
  

 

1497-034000V 3/4" 19 7,3 106 22 319 800 85 280 50 

1497-100000V 1’’ 25 7,3 106 22 319 800 112 350 50 

1497-114000V 1 1/4" 32 5 73 15 217 800 144 450 50 

1497-112000V 1 1/2" 38 5 73 15 217 800 171 560 50 

1497-200000V 2 ” 50 5 73 15 217 800 225 850 50 

1497-212000V 2 1/2" 63 5 73 15 217 800 283 1150 50 

1497-300000V 3" 76 4 58 12 174 800 337 1480 25 

1497-400000V 4’’ 100 3 44 9 130 800 459 2400 25 

1497-500000V 5’’ 125 3 44 9 130 800 520 3650 25 

1497-600000V 6’’ 150 2,6 38 8 116 800 670 4600 25 

1497-800000V 8“ 203 2,6 38 8 116 800 750 7500 6 

 
 
 
 
 
 
 
 
 
 

Hose: Strong, flexible, smooth, super elastic PVC compound. Shock resistant PVC 

spiral reinforcement. Crushing, chemical, weather and abrasion resistant. 

Application Area :  For light duty delivery of water, light chemicals in agricultural, industrial 

applications, constructions and sanitary uses 



 
  

 

1491-034000V 3/4" 19 6 87 800 114 360 50 

1491-100000V 1’’ 25 6 87 800 150 480 50 

1491-114000V 1 1/4" 32 5 73 800 192 580 50 

1491-112000V 1 1/2" 38 4 58 800 228 670 50 

1491-200000V 2 ” 50 4 58 800 300 975 50 

1491-212000V 2 1/2" 63 4 58 800 378 1350 50 

1491-300000V 3" 76 3 44 800 450 1700 50 

1491-312000V 3 1/2“ 90 3 44 800 520 2100 25 

1491-400000V 4’’ 100 3 44 800 600 2600 25 

 
 
 
 
 
 
 
 

 
  

 

1495-034000V 3/4" 19 7 102 900 114 405 50 

1495-100000V 1’’ 25 7 102 900 150 535 50 

1495-114000V 1 1/4" 32 6 87 900 192 680 50 

1495-112000V 1 1/2" 38 5 73 900 228 775 50 

1495-200000V 2 ” 50 5 73 900 300 1165 50 

1495-212000V 2 1/2" 63 5 73 900 378 1700 50 

1495-300000V 3" 76 4 58 900 450 1940 50 

1495-312000V 3 1/2“ 90 4 58 900 525 2425 25 

1495-400000V 4’’ 100 3,5 51 900 600 3200 25 

 
 
 
 
 
 
 
 

Hose: Strong, flexible, smooth, super elastic PVC compound. Shock resistant PVC 

spiral reinforcement. 

Application Area :  Medium duty suction and discharge for industrial oils and fuels. 

Hose: Strong, flexible, smooth, super elastic PVC compound. Shock resistant PVC 

spiral reinforcement. Crushing, chemical agents, abrasion and weather 

resistant. 

Application Area :  Heavy duty suction and discharge for industrial oils and fuels. 



 
  

 

1490-112000V 3/4" 19 4 20 110 50 

1490-200000V 1" 25 4 25 150 50 

1490-212000V 1 1/4" 32 3,5 32 200 50 

1490-112000V 1 1/2" 38 3 40 280 25 

1490-200000V 2" 50 3 50 410 25 

1490-212000V 2 1/2’’ 63 3 65 520 25 

1490-300000V 3" 76 3 85 750 25 

1490-312000V 3 1/2" 88 294 120 850 25 

1490-400000V 4" 100 3 110 1000 25 

1490-500000V 5" 125 3 140 1870 25 

1490-600000V 6" 150 2,5 160 2370 25 

1490-800000V 8" 200 2 240 3450 25 

 
  
 
 
 
 
 
 

 
 

  

 

1493-100000V 1" 25 294 30 120 50 

1493-114000V 11/4" 32 294 40 180 50 

1493-112000V 1 1/2" 38 294 45 220 25 

1493-200000V 2" 50 245 55 350 25 

1493-212000V 2 1/2’’ 63 245 75 520 25 

1493-300000V 3" 76 196 90 620 25 

1493-312000V 3 1/2" 88 196 110 720 25 

1493-400000V 4" 100 196 130 820 25 

1493-500000V 5" 125 147 160 1200 25 

1493-600000V 6" 150 98 185 1600 25 

1493-800000V 8" 200 98 280 2500 25 

1493-100000V 1" 25 294 30 120 50 

 
 
 
 
 
 
 
 

Hose: Light and flexible plasticized PVC. Shock resistant PVC spiral reinforcement, 

corrugated outside. Crushing, chemical, abrasion and weather resistant 

Application Area :  Light duty application of industrial ventilation and airflow system; suction of 

dust, air, gases, liquids etc 

Hose: Light and flexible plasticized PVC. Shock resistant PVC spiral reinforcement, 

corrugated outside. Crushing, chemical, abrasion and weather resistant 

Application Area :  Light duty application of industrial ventilation and airflow system; suction of 

dust, air, gases, liquids etc 



 
  

 

1484-015000V 15 20 30 435 60 180 25 

1484-025000V 25 32 27 392 100 410 25 

1484-028000V 28 33,5 27 392 120 280 25 

1484-040000V 40 48,5 27 392 160 730 25 

1484-043000V 43 50 24 348 175 680 25 

1484-055000V 55 63 15 218 220 930 25 

 
 
 
 
 
 
 
 

 
  

 

1488-012000V 1/2’’ 13 7 102 900 25 180 

1488-058000V 5/8" 16 7 102 900 35 225 

1488-034000V 3/4" 19 7 102 900 45 310 

1488-100000V 1 ” 25 6 87 900 60 510 

1488-114000V 1 1/4" 32 6 87 900 80 650 

1488-138000V 1 3/8" 35 5 73 900 85 730 

1488-112000V 1 1/2" 38 5 73 900 90 800 

1488-115000V 1 1/5" 40 5 73 900 95 870 

1488-134000V 1 3/4" 45 5 73 900 110 1100 

1488-200000V 2" 51 5 73 900 125 1200 

1488-212000V 2 1/2" 63 4 58 900 160 1950 

1488-300000V 3" 76 4 58 900 195 2500 

1488-312000V 3 1/2" 90 4 58 900 250 3000 

1488-400000V 4" 102 4 58 900 300 34000 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Hose: Light and flexible smooth plasticized PVC. Shock resistant PVC spiral 

reinforcement, corrugated outside. Crushing, chemical, abrasion and 

weather resistant 

Application Area :  For high pressure passage of warm water in swimming pools, jacuzzis etc. 

Hose: Strong, very flexible, smooth, non-toxic, and transparent plasticized PVC. 

                                       Shock resistant galvanised steel spiral wire. Crushing, abrasion, weather 

resistant and smooth outside. 

Application Area :  For suction and delivery of water, mineral water, fruit juices, liquids Etc. In 

shipyards industries, buildings, agricultural and industrial machineries. 



 
 

 

Type 
  

Part 
Weight 

Parts/
Set 

Set 
Weight 

Set/ 
Box 

Box 

Weight 
(Empty) 

Full 
Box 

Box Sizes 
Pallet 
Size 

 

Model 

S 
0,20 kg 4 pcs 0,80 kg 14 0,42 kg 11,62 kg 

390 x 290 x 
190 

mm 

800 x 

1200 x 

150 
mm 

 

Model 
B 

0,48 kg 4 pcs 1,92 kg 4 0,42 kg 8,10 kg 

390 x 290 x 

190 
mm 

800 x 

1200 x 
150 

mm 

 

 

 
 

  

 
 

 
 

 
 

 

 
 

  

A B C D 

450 mm 163mm 98mm 410mm 
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